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Breaker  Features 

B06
B30
B40

B50 B70 B90 B140 B180 B210 B230 B250 B300 B360 B450
B650
B800

B1000B10
B20

1. Bending & Silenced Housing
(B06 - Open Housing)
(B1000 – Special Housing)

● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

2. Auto Grease System - - - ● ● ● ● ● ● ● ● ● ● ● ●

3. Under Water Works - - ● ● ● ● ● ● ● ● ● ● ● ● ●

4. Accumulator - - - - - - - - ● ● ● ● ● ● ●

5. 2 Stroke Selector System - - ● ● ● ● ● ● ● ● ● ● ● ● ●

6. ABF(Anti Blank Firing) System - - ● ● ● ● ● ● ● ● ● ● ● ● ●

7. Energy Regeneration Valve - - - - - - - - - - - - - ● ●

Products - Breaker

● OPTION



1. Bending Housing

Welding Type
: Some other competitors

B10~ B800



* B06 – Open Housing & B1000- Special Housing 



2. Auto Greasing System

B140~ B1000

1-1. Silenced Housing

B40~ B1000



3. Underwater works

B50 ~ B1000



4. Accumulator

B 230
B 250
B 300
B 360
B 450
B 650
B 800
B1000

- Accumulator

1) Absorbing hydraulic shock & flow fluctuation.

2) Storing hydraulic energy under pressure.

: increasing efficiency by replenishing short oil flow.



Important Features of Alicon series

2 Stroke Selector System  (B210~B1000) 2 Stroke Selector System (B50~B180)

(B600~B1000)

(B50~B1000)



ABF (Anti Blank Firing) System

Standard on B50 ~ B1000

Features & Benefits

Anti Blank Firing function makes breaker stop working in the air and after rock has been 
penetrated, in order to protect the inner parts such as Cylinder, Chisel pin, T/bolt, F/head etc 
from blank firing. 



< Hard Rock > < Soft Rock >

1. Long Stroke

- Impact power 

- BPM

2. Short Stroke

- Impact power 

- BPM 
2 Stroke selector 
(B210 ~ B1000)

2 Stroke Selector System

Standard on B50 ~ B1000

2 Stroke selector 
(B50 ~ B180)



2 Stroke Selector System

: Short Stroke

: Long Stroke

Piston(2-Stroke)

Features & Benefits

Alicon breaker provide 2 stroke Long and Short Stroke. Depending on Jobsite condition, operator can set the 
stroke by tightening and loosening 2 stroke selector.
• http://www.youtube.com/watch?v=7riDYjsmH90&feature=c4-overview&list=UUTM85Sa0m1Ql1J5kK1eeyzA
• http://www.youtube.com/watch?v=7riDYjsmH90&feature=c4-overview&list=UUTM85Sa0m1Ql1J5kK1eeyzA



Energy Regeneration Valve

Regeneration 
Valve

Features & Benefits

The valve switch timing adjusted the repulsive power after the previous hitting can help the piston 
upwards movement. This efficiency of new circuit is about 15% recycles the energy than previous 
circuit.

For B650, B800 and B1000



Alicon Series Specification

B06 B10 B20 B30 B40 B50 B70 B90 B140

Operating Weight
(w/Top Box BKT.)

kg 68 115 150 180 224 333 431 614 929

Overall Length
(w/STD. MTG. BKT.)

mm 932 1128 1250 1352 1380 1603 1805 1981 2225

Overall Length
(w.o/MTG. BKT.)

mm 750 988 1110 1212 1214 1419 1591 1760 1962

Chisel Out Dia. mm 40 40 45 53 62 70 78 85 105

Chisel Length mm 358 425 500 580 625 730 806 850 975

Setting Pressure kg/㎠ 150 150 150 150 150 170 180 190 190

Working Pressure kg/㎠ 70~110 80~110 80~110 90~120 90~120 100~140 100~140 100~140 120~160

Oil Flow lpm 10~22 15~25 20~30 25~40 30~50 30~55 45~80 50~100 90~110

Blow Rate
(High Speed)

BPM 900~1300 800~1200 600~1000 550~950 400~1000
350~900

(450~1000)
350~900

(450~1000)
300~700

(550~950)
300~700

(500~750)

Gas Pressure kg/㎠ 12 12 12 12 12 12 12 12 12

Suitable Excavator ton 0.8 ~ 1.5 1.3 ~ 2.0 1.7~2.3 2.2~4 3~4.5 3~8 5~8 6~9 10~15



B180 B210 B230 B250 B300 B360 B450 B650 B800 B1000

Operating Weight
(w/Top Box BKT.)

kg 1209 1738 1777 2165 2832 2937 3713 4380 5625 6600

Overall Length
(w/STD. MTG. 

BKT.)
mm 2455 2764 2764 2898 3200 3200 3595 3766 4059 4875

Overall Length
(w.o/MTG. BKT.)

mm 2153 2395 2395 2526 2790 2790 3173 3271 3505 4270

Chisel Out Dia. mm 120 135 140 145 150 155 165 180 200 220

Chisel Length mm 1165 1250 1250 1280 1400 1400 1650 1500 1700 1900

Settig Pressure kg/㎠ 210 210 210 210 210 210 210 240 240 240

Working Pressure kg/㎠ 120~170 130~170 130~180 140~180 140~180 140~180 140~180 150~190 150~190 175~200

Oil Flow Lpm 100~140 110~160 130~170 150~210 180~250 180~250 200~280 280~398 322~454 380~455

Blow Rate
(H/Speed)

BPM
350~550

(500~850)
350~500

( 450~600)
250~400

( 350~500)
250~350

(300~450)
200~350

(300~480)
200~350

(300~480)
200~300

(300~450)
294~480

(368~600)
231~374

(298~484)
300~475

(298~484)

Gas Pressure kg/㎠ 12 11 11 11 11 11 11 11 11 11

Suitable Excavator ton 16~20 18~25 18~25 22~29 26~32 28~36 40~50 42~81 60~100 85~140
.



Pictures
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