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Weights : from 2,200 to 2,920kg  / 4,850 to 6,437lb

1 Features of DAEMO Shear  Short Body Type

Excavator classes : 22 to 33ton / 48,502 to 72,753lb

2 models : DMS250, DMS300

Speed-up valve : Standard
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Weights : from 3,550 to 7,716kg / 7,826 to 17,011lb

1 Features of DAEMO Shear Long Body Type

Excavator classes : 2nd - 18 to 42ton / 39,683 to 92,594lb
3rd - 30 to 73ton / 66,139 to 160,937lb

4 models : DMS350, DMS400, DMS550X, DMS700

Speed-up valve : Standard
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2 Features of DAEMO Shear Short Body Type

The four useable &  interchangeable cutter 
reduces maintenance time & cost

Cylinder protection cover
protects the rod

Fast work ability 

with the speed-up valve (S.T.D)
Side protection plate
for robust durability

360º hydraulic rotation
allows precise positioning



/135

2 Features of DAEMO Shear Long Body Type

The  guide puck maintains 
optimal cutter clearance

The speed-up valve (S.T.D)

Reinforced plate 
for robust durability 

Four useable & interchangeable 

Detroit cutter (except cutter side)

360° hydraulic rotation 

The reverse-mounted hydraulic cylinder
fully protects the rod and shortens shear length

Heavy-duty body

with Hardox
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Description Unit DMS250 DMS300

Operating Weight kg 2,200 2,920

Max. Opening Width mm 668 570

Overall Length mm 2,353 2,410

Max. Cutting Force ton 284 404

Max. Cutting Speed (Open/ Close) sec 2.0 / 2.4 1.9 / 2.5

Operating Pressure kgf/cm² 350 350

Oil Flow Rate LPM 200 ~ 250 250~300

Excavator Class ton 22 ~ 27 27~33

Cutting Capability

H-Beam mm 150 x 150 200 x 200

I-Beam mm 200 x 125 300 x 150

Solid Round mm 40 50

Channel Plate mm 250 x 90 x 13 380 x 100 x 16

Angle Plate mm 100 x 100 x 10 150 x 150 x 15

6

3 Non-Guide Type Specification - Metric



/13

Description Unit DMS350 DMS400 DMS550X DMS700

Operating Weight kg 3,550 5,316 6,435 7,716

Max. Opening Width mm 672 710 802 896

Overall Length mm 3,508 4,625 5,050 5,480

Max. Cutting Force ton 660 1,150 1,500 1,750

Max. Cutting Speed (Open/ Close) sec 4.6 / 4.2 5.5 / 5.3 9.7 / 5.8 8.2 / 4.9

Operating Pressure kgf/cm² 350 300 ~ 380 300 ~ 380 300 ~ 380

Oil Flow Rate LPM 180 ~ 350 250 ~ 450 270 ~ 600 350 ~ 800

Excavator Class ton
18 ~ (2nd)
30 ~ (3rd)

22 ~ (2nd)
41 ~ (3rd)

36 ~ (2nd)
50 ~ (3rd)

42 ~ (2nd)
73 ~ (3rd)

Cutting Capability

H-Beam mm 300 x 300 350 x 350 380 x 380 450 x 450

I-Beam mm 350 x 150 400 x 175 600 x 190 600 x 190

Solid Round mm 60 70 80 90

Channel Plate mm 425 x 100 x 10 425 x 100 x 10 425 x 100 x 10 425 x 100 x 10

Angle Plate mm 200 x 200 x 20 200 x 200 x 25 250 x 250 x 25 250 x 250 x 30

7

3 Guide Block Type Specification - Metric
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4 Pictures
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4 Pictures
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4 Pictures
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4 Pictures
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5 Videos

Click the icon to watch the video

DMS400 Operating Video

https://www.youtube.com/watch?v=a4HOXKkKPwg&t=19s

DMS300 Operating Video

Click the icon to watch the video

DMS700 Operating Video
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