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Weights : from 1,350 to 3,000kg / 2,976 to 6,614lbm

1 Features of DAEMO Multi Processor

Excavator classes : 13 to 43ton / 28,660 to 94,799lbm

Rotation : hydraulic, 360°

8 models : DMP140CMS, DMP140PM, DMP140SM,  
DMP230CMS, DMP230SM
DMP330CMS, DMP330SM

Arm types : Crusher, Pulverizer, Shear
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Cylinder bolt type rod cover
: Fully-protected cylinder & hose
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2 Features of DAEMO Multi Processor
- DMP140

Hardox 400

Long cutter
DMP140CMS : 300 mm

2 maintenance window
: easy maintenance

High speed up valve

Hydraulic rotation (S.T.D)

Interchangeable tooth
(DMP140CMS)
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2 Features of DAEMO Multi Processor
- DMP230, 330

Hardox 400

2 maintenance window
: easy maintenance

High speed up valve

Hydraulic Rotation (S.T.D)

Interchangeable Cutter
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Description Unit

DMP140CMS DMP140PM DMP140SM
Crusher Arm Pulverizer Arm Shear Arm

Motor Motor Motor

Operating Weight kg 1,350 1,350 1,450

Crushing/Cutting Force (Tip) ton 42 41 53

Crushing/Cutting Force (Mid) ton 69 63 114

Opening Width mm 867 885 484

Cutter Length mm 300 190 400

Operating Pressure kgf/㎠ 320

Oil Flow Rate LPM 170 ~ 220

Rotation Pressure kgf/㎠ 120

Rotation Flow Rate LPM 15 ~ 20

Excavator Class ton 13 ~ 22

High Speed Up Valve - S.T.D

Open time sec 1.8

Close time sec 2.2
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3 DMP140 Specification 
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Description Unit
DMP230CMS DMP230SM

Crusher Arm Shear Arm

Operating Weight kg 1,730 1,810

Crushing/Cutting Force (Tip) ton 55 57

Crushing/Cutting Force (Mid) ton 82 118

Opening Width mm 900 486

Cutter Length mm 180 450

Operating Pressure kgf/㎠ 320

Oil Flow Rate LPM 200~250

Rotation Pressure kgf/㎠ 120

Rotation Flow Rate LPM 15~20

Excavator Class ton 20~32

High Speed Up Valve - S.T.D

Open time sec 2.0

Close time sec 2.4
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3 DMP230 Specification 
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Description Unit
DMP330CMS DMP330SM

Crusher Arm Shear Arm

Operating Weight kg 2,850 3,000

Crushing/Cutting Force (Tip) ton 91 117

Crushing/Cutting Force (Mid) ton 136 197

Opening Width mm 1,110 613

Cutter Length mm 230 600

Operating Pressure kgf/㎠ 320

Oil Flow Rate LPM 250~300

Rotation Pressure kgf/㎠ 120

Rotation Flow Rate LPM 15~20

Excavator Class ton 30~43

High Speed Up Valve - S.T.D

Open time sec 4.2

Close time sec 3.6
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3 DMP330 Specification 
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Description CMS PM SM

Image

Model

DMP140CMS

DMP230CMS

DMP330CMS

DMP140PM

DMP140SM

DMP230SM

DMP330SM
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3 Specification – Arm Type
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Shear Unit DMP140SM DMP230SM DMP330SM

Round bar mm Ø30 Ø40 Ø55 

Channel mm 200x80x11 250x90x13 380x100x16

Angle mm 90x90x10 100x100x10 175x175x15

H-beam mm 125x125 150x150 250x250
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3 Working  Capability

Crusher Unit
DMP140CMS/
DMP140PM

DMP230CMS DMP330CMS

Concrete ton/h 30.0 37.0 40.7

Steel Concrete ton/h 25.0 38.6 42.4
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4 Pictures – DMP140
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4 Pictures – DMP230/330
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4 Pictures
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4 Pictures
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4 Pictures
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Thank you


