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1.2.-1 Description of the Shredder 

The LINDNER Shredder U 75 D is a hydraulically powered recycling machine with two slowly 

rotating shredding tools. Material is inserted into the hopper directly onto the shafts, where it 

is pulled in by the aggressive ripping hooks and blades of the two intermeshing specialty 

tools. 

The material to be shredded is ripped apart, broken up, and falls directly onto the discharge 

conveyor belt. The shredded material is then ejected from the machine via the discharge 

conveyor belt. 

If, in the case of material that is difficult to shred, the hydraulic limit pressure is reached at 

one of the pressure sensor, the hydraulic system automatically switches over to "reverse". In 

reversing mode, the shredding tools rotate in the opposite direction of the normal operating 

motion, thus separating the material. Furthermore, the shredding tools are cleaned due to 

this reverse motion. After a selectable time or after the pressure has fallen below the value 

set at the pressure sensor, the shafts switch to forward mode again and resume the normal 

shredding process.  

To improve the shredding process, it is furthermore possible to actuate the large and the 

small tilting hopper using the remote control. 

The shredder can be operated in the automatic or in the manual mode. The automatic mode 

has been designed for normal operation, while the manual mode is to be used only in order 

to carry out maintenance and repair work. 

The machine is driven by a powerful Diesel engine.  
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The LINDNER Shredder is equipped with a remote control which enables the user to safely 

operate the shredder in normal shredding mode.  

The shredder may be optionally equipped with a height-adjustable overbelt magnet, an axle 

and a water sprinkler. Follow the respective safety instructions in the following chapters. 

 

� The overbelt magnet removes ferrous metal from the shredded material. A strong 

magnet (usually a permanent magnet) attracts the metal from the shredded material, 

which is then ejected to the side by a conveyor belt. 

� To move the unit using a motor tractor on non-public roads, the shredder is optionally 

equipped with an axle and a drawbar (Without permit for public roads). The axle can 

be swung out and retracted by means of the swing button on the operating panel. 

Before restarting the shredder, the axle must be retracted and the discharge 

conveyor belt must be swung out. 

� The water sprinkler permits significant reduction of whirled-up dust. 

 

The shredder has been designed for semi-mobile use in recycling areas and can be moved 

around the area by means of suitable traction elements, if the optional axle is installed. Due 

to possible damage to the paving, transport on public streets is only allowed with the help of 

a hook-lift truck or a low loader. 
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The following sketches illustrate the main modules of the shredder: 

 

 

  

 

 

 

1.) View from the right side: 
 

 
 
 
 
 
 
 
 
2.) Top view (without tilting hopper 1 and roof sheet): 
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1.2-2 Intended Use 

Safe operation of the shredder can only be guaranteed for the intended use. 

It is forbidden to operate the machine in zones exposed to explosion risk and/or 

to load the machine with explosive material. 

The machine and its surroundings must be regularly cleaned from dust and 

other adhering substances. 

 

The operating company must ensure adequate ventilation such as to prevent 

the formation of explosive atmospheres. 

 

 

 

The LINDNER Shredder was exclusively designed for shredding 

 

wood and waste wood, green waste, household waste, industrial  

and bulky waste 

 

to a chip size suitable for further use. 

 

Any use of the machine other than the intended use is forbidden. Improper use involves 

danger of death! 
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The following is considered as improper use: 

 

� feeding the shredder with hazardous extraneous materials, such as:  

-  car batteries 

-  gas bottles 

-  fire extinguishers 

-  ammunition or explosives 

-  pressure vessels 

-  canisters containing flammable materials, etc. 

 

 

� objects made of solid ferrous or non-ferrous metals 

� rock, concrete, quartz, etc. 

� shredding electric motors and devices 

� shredding radioactive sources, oil barrels and other substances and objects which are 

hazardous to the environment 

 

Ignition sources could be produced during the shredding process by mechanically-produced 

sparks, electrostatic discharges, and hot surfaces. 

Railway sleepers may only be shredded with special equipment and require the express 

written consent of the manufacturer. 

The shredder may only be operated by daylight. If the shredder is to be operated in the dark 

or inside buildings, the operating company must ensure sufficient lighting  (high visibility of 

the operating elements and emergency switch as well as good sight during the feeding process). 
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1.2-3 Technical Data 

TTeecchhnniiccaall  ddaattaa  

   

Design Base frame Hook lift frame 

 Painting see machine data sheet 

 Painting of the base frame see machine data sheet 

Weight Machine total weight approx. 16.1 t 

 Magnet  (Option) approx. 1.1 t 

Main drive Engine CAT-C9  Scania – DC9 (3A/3B)  

 Power 261 kW / 355 HP 257 kW / 350 HP 

 Idling speed approx. 750 rpm approx. 700 rpm 

 Working speed approx. 1950 rpm approx. 1950 rpm 

Shredding tools Shaft diameter approx. 250 mm 

 Design see machine data sheet 

 Shaft length 1,800 mm 

 Shredding tool speed 11 - 34 rpm 

Dimensions Overall height (Belt top position) approx. 4,800 mm 

 Overall width including wheel axle (Option) approx. 2,700 mm 

 Overall length (may deviate for this model)  

 Discharge conveyor belt swung out 
Depending on angle  

12,000 mm - 13,100 mm 

 Discharge conveyor belt retracted approx. 6,860 mm 
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TTeecchhnniiccaall  ddaattaa  

FFiigguurreess  mmaayy  ddeevviiaattee!!  

    

Discharge conveyor belt Belt type Cleated belt  

 Belt length 20.150 

 Belt width 1,200 

Remote control Manufacturer Tele Radio 

 Type see machine data sheet 

 

1.2-4 Noise emission 

The following airborne sound levels occur at nominal speed in automatic mode: 

NNooiissee  eemmiissssiioonn  

   

Sound power level Measurement surfaces noise level 82,7  dB(A)* 

 Sound power level 108,7  dB(A)* 

 

(*determined in accordance with DIN EN ISO 3744 with discharge conveyor belt, without material to be shredded) 


